600A Products Ordering Checklist

Please fill in all needed information.

	For DeadBreak Connectors, first fill in cable information.

	
	Conductor Size:
	     
	

	
	Insulation (MIL):
	 FORMCHECKBOX 
 175
	 FORMCHECKBOX 
 220
	 FORMCHECKBOX 
 260
	 FORMCHECKBOX 
 345

	
	Type of Conductor:
	 FORMCHECKBOX 
 Concentric Stranded
	 FORMCHECKBOX 
 Compact Stranded

	
	
	 FORMCHECKBOX 
 Compressed Stranded
	 FORMCHECKBOX 
 Solid

	

	Next, check the type of Connector Systems and Options:

	 FORMCHECKBOX 
 BOL-T

	
	Voltage (kV):
	 FORMCHECKBOX 
 15/25
	 FORMCHECKBOX 
 35

	
	Compression Connector:
	 FORMCHECKBOX 
 Aluminum
	 FORMCHECKBOX 
 Copper (unthreaded)
	 FORMCHECKBOX 
 Copper (threaded)

	
	
	 FORMCHECKBOX 
 Stud (standard)
	
	 FORMCHECKBOX 
 Test Point

	 FORMCHECKBOX 
 T-OPII

	
	Voltage (kV):
	 FORMCHECKBOX 
 15
	 FORMCHECKBOX 
 25
	 FORMCHECKBOX 
 35

	
	 FORMCHECKBOX 
 Test Point
	 FORMCHECKBOX 
 Protective Cap

	 FORMCHECKBOX 
 PUSH-OP

	
	Voltage (kV):
	 FORMCHECKBOX 
 15
	 FORMCHECKBOX 
 25
	 FORMCHECKBOX 
 35

	
	 FORMCHECKBOX 
 Test Point
	 FORMCHECKBOX 
 Protective Cap

	

	

	Other 600A Products:

	 FORMCHECKBOX 
 BUSHING ADAPTER

	
	Voltage (kV):
	 FORMCHECKBOX 
 15
	 FORMCHECKBOX 
 25
	 FORMCHECKBOX 
 35

	 FORMCHECKBOX 
 LRTP

	
	Voltage (kV):
	 FORMCHECKBOX 
 15
	 FORMCHECKBOX 
 25
	 FORMCHECKBOX 
 35

	 FORMCHECKBOX 
 BUSHING EXTENDER

	
	Voltage (kV):
	 FORMCHECKBOX 
 15/25
	 FORMCHECKBOX 
 35

	 FORMCHECKBOX 
 PUSH-OP INSULATED ADAPTER CAP

	
	Voltage (kV):
	 FORMCHECKBOX 
 15
	 FORMCHECKBOX 
 25
	 FORMCHECKBOX 
 35

	
	 FORMCHECKBOX 
 200A Protective Cap Required

	 FORMCHECKBOX 
 PUSH-OP STANDOFF BUSHING

	
	Voltage (kV):
	 FORMCHECKBOX 
 15/25
	  FORMCHECKBOX 
 35

	 FORMCHECKBOX 
 DEADBREAK JUNCTIONS

	
	Voltage (kV):
	 FORMCHECKBOX 
 15/25
	 FORMCHECKBOX 
 35

	
	Number of Interfaces:
	 FORMCHECKBOX 
 2
	 FORMCHECKBOX 
 3
	 FORMCHECKBOX 
 4

	
	Current Path:
	 FORMCHECKBOX 
 Aluminum
	 FORMCHECKBOX 
 Copper

	
	Mounting Provisions:
	 FORMCHECKBOX 
 Junction only
	 FORMCHECKBOX 
 U-Straps
	 FORMCHECKBOX 
 S. S. Bracket

	 FORMCHECKBOX 
 INSULATED PROTECTIVE CAP

	
	Voltage (kV):
	 FORMCHECKBOX 
 15/25
	 FORMCHECKBOX 
 35

	
	Type of Cap:
	 FORMCHECKBOX 
 Standard Cap
	 FORMCHECKBOX 
 U-OP/T-OPII Cap

	 FORMCHECKBOX 
 STANDOFF BUSHINGS

	
	Voltage (kV):
	 FORMCHECKBOX 
 15/25
	 FORMCHECKBOX 
 35

	
	
	 FORMCHECKBOX 
 Insulated Bushing
	Or
	 FORMCHECKBOX 
 Grounded Bushing

	
	 FORMCHECKBOX 
 Standard Bushing
	Or
	 FORMCHECKBOX 
 w/T-OPII Stud
	
	

	     
	
	     
	
	     

	Customer Name
	
	ISR / CAR
	
	Date


March 11, 2002


